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Leitung Anschluss Belegung / Funktion

Leitung Anschluss Belegung / Funktion

1

2

L Netz 50/60 Hz, Phase

+10 V

N Netz 50/60 Hz, Neutralleiter
PE Schutzleiter

0-10V/PWM Steuereingang (Impedanz 100 kOhm)
GND

COM

GND

Fehlermelderelais, COMMON

Spannungsausgang +10 V max. 10 mA

+10 V 0-10V GND

COM NC
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Line

1~230V  50/60 Hz

Montage, elektrischer Anschluss und Inbetriebnahme dürfen nur von einer
Elektrofachkraft, entsprechend den elektrotechnischen Regeln 
(u. a. EN 50110 oder EN 60204) vorgenommen werden!
Die Dokumentation der angeschlossenen Komponenten muss beachtet werden!

Mounting, electrical connection, and start-up operation may only be carried out 
by an electrical specialist in accordance with electro technical regulations 
(e. g. EN 50110 or  EN 60204)!
The documentation of the connected components must be observed!

NC Fehlermelderelais, Öffner bei Fehler

Line Connection Assigment / function

Line Connection Assigment / function

1

2

L Mains 50/60 Hz, phase

+10 V

N Mains 50/60 Hz, neutral
PE Protective earth

0-10V/PWM Control input (Impedance 100 kOhm)
GND

COM

GND

Alarm relay, COMMON

Voltage output +10 V max. 10 mA

NC Alarm relay, break for failure
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